DSP21VEXx
VATRA Corporation www.vatra.ua @ CE

source of light and power, W............. LEDs - 40, 50, 60, 70, 80
rated voltage, V.................. ... 230 AC, 230 DC (except for emergency modification)
protection level................... .... IP66
hazardous areas.. v 1,2, 21, 22
MArKiNG.....coeeiieieeniie e 112G Ex db eb op is 1IB T6 Gb
11 2D Ex tb op is IlIC T80°C Db
correlated colour temperature........... 4000K (3800...4200K)
power factor compensation (PFC).... 0,95
ambient temperature..............cc.co...... 40W: -40°C...+60°C (N1)

0°C...+40°C (NF3.1) for emergency modification
50W: -40°C...+55°C (N1)
60, 70, 80W: -40°C...+40°C (N1)
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Explosion-proof LED lighting fixture (protection level 1Ex) is used for general and emergency lighting highly explosive areas 1, 2 and
fire risk classes; and also hazardous areas of zones 21, 22 e.g industrial areas oil-refining, gas chemical, woodwork and other
industries.

Housing: aluminum alloy.

Light-transparent protective element: heat-resistant glass.

Protective grid (on request): steel wire.

Control gear:

« driver

« driver and emergency unit

« driver with DIM function (on request)

» DALI driver (on request)

Cable gland: 1 or 2pcs., plug (3) for modifications -X11, -X12, -X21, -X22.
Source of light: LEDs.

Delivery set: lighting fixture with LEDs, on request - mounting knot.

ADVANTAGES:

- working rated voltage of AC 100...305V (for emergency mode 220V +10%) and DC 142...431V;

- there are modifications with power 40W that have emergency unit with battery for emergency mode at least 3 hours;

- on request: lighting fixture can be with DIM driver - regulation of the intensity of the light flux by the method of dimming(1...10V DC) in the
range 10...100%;

- ongrequest: lighting fixture can be with DALI driver - intelligent digital control system, which allows automatic and semi-automatic control of the
brightness and operation of a lighting fixture or group of fixtures;

- source of light - LEDs - energy efficiency «A++»;

- two cable glands make possible quick transit connection to power supply line;

- certified for compliance with the requirements of ATEX - Directive 2014/34 / EU.
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Mounting:
(7) individual -

* (1A - 1A.1) with the help of flange - on vertical pipe G3/4-B,
* (1B.1) on vertical mounting profile.

(2) individual or transit -

* (2A - 2A.1, 2A.2) on horizontal mounting profile,

* (2A - 2A.3) on vertical mounting profile,

* (2B) on horizontal pipe with outer 825...28mm,

* (2C) on hook,

* (2D - 2D. 1; with the help of lyre on horizontal supporting surface with angle min 30°- max 60°,

+ (2D - 2D.2) with the help of lyre on vertical supporting surface with angle min 30°- max 60°,
on request:

. EZE; to the bracket at the angle 30°,
* (2F) on horizontal supporting surface.

Network connection:

(1) individual, non-armored cable @8...16mm (core section up to 4mm?’, for emergency mode up to 2,5mm?),
(2) individual or transit:

« non-armored cable g7...13mm (core section up to 4mm?, for emergency mode up to 2,5mm?),
- armored cable @9,5...15,9mm (core section up to 4mm?, for emergency mode up to 2,5mm?).

on vertical
profile

/ \ on screwed pipe /

on vertical
profile

vn hook \\\,\5”,!

on request

e
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DSP21VEXx

VATRA Corporation www.vatra.ua

Order example: VATRA DSP21VEx-70-122 N1
decoding of modification:
1 figure * scatterigg angle, type of lighting:

0- 140°, general

1-120°, general

2- 140°, general and emergency

3- 120°, general and emergency
2 figure * network connection:

1- individual, armored cable

2- individual, non-armored cable

3- transit, armored cable

4- transit, non-armored cable

3 figure » mounting:

0- on vertical screwed pipe G3/4-B, on vertical mounting profile

1- on vertical or horizontal supporting surface with the help of lyre

2- on vertical or horizontal mounting profile, on horizontal pipe with outer 25...28mm, on hook

Pow er Emergency | Luminous
consumption., .
unit flux, Im 5% .
. W +5% Light ! . .
Type of lighting fixture Voltage, V Protection Charge distribution Dimensions, [ Weight,
’ level Working / tgA/ Working / curve LxWxH, mm |kg +10%
Emergency eurren ! Emergency
mode Capactty, mode
A/hour
DSP21VEx-40-011, -021, -031, -041 N1 230 AC/DC P66 41 - 4920 140° 240x400 7
DSP21VEx-40-012, -022, -032, -042 N1 230 AC/DC P66 41 - 4920 140° 240x455 7
DSP21V Ex-40-020 N1 230 AC/DC P66 41 - 4920 140° 240x520 7
DSP21VEx-40-111, -121, -131, -141 N1 230 AC/DC P66 41 - 5330 120° 240x400 7
DSP21VEx-40-112, -122, -132, -142 N1 230 AC/DC P66 41 - 5330 120° 240x455 7
DSP21VEx-40-120 N1 230 AC/DC P66 41 - 5330 120° 240x520 7
DSP21VEx-40-211, -221, -231, -241 NF3.1 230 AC P66 41/8 04/4 4920/ 1040 140° 240x400 75
DSP21VEx-40-212, -222, -232, -242 NF3.1 230 AC P66 41/8 04/4 4920/ 1040 140° 240x455 75
DSP21V Ex-40-220 NF3.1 230 AC P66 41/8 04/4 4920/ 1040 140° 240x520 75
DSP21VEx-40-311, -321, -331, -341 NF3.1 230 AC P66 41/8 04/4 5330/1120 120° 240x400 75
DSP21VEx-40-312, -322, -332, -342 NF3.1 230 AC P66 41/8 04/4 5330/ 1120 120° 240x455 75
DSP21VEx-40-320 NF3.1 230 AC P66 41/8 04/4 5330/1120 120° 240x520 75
DSP21VEx-50-011, -021, -031, -041 N1 230 AC/DC P66 51,5 - 6180 140° 240x400 7
DSP21VEx-50-012, -022, -032, -042 N1 230 AC/DC P66 51,5 - 6180 140° 240x455 7
DSP21VEx-50-020 N1 230 AC/DC P66 51,5 - 6180 140° 240x520 7
DSP21VEx-50-111, -121, -131, -141 N1 230 AC/DC P66 51,5 - 6695 120° 240x400 7
DSP21VEx-50-112, -122, -132, -142 N1 230 AC/DC P66 51,5 - 6695 120° 240x455 7
DSP21VEx-50-120 N1 230 AC/DC P66 51,5 - 6695 120° 240x520 7
DSP21VEx-60-011, -021, -031, -041 N1 230 AC/DC P66 61 - 7320 140° 240x400 7
DSP21VEx-60-012, -022, -032, -042 N1 230 AC/DC P66 61 - 7320 140° 240x455 7
DSP21VEx-60-020 N1 230 AC/DC P66 61 - 7320 140° 240x520 7
DSP21VEx-60-111, -121, -131, -141 N1 230 AC/DC P66 61 - 7930 120° 240x400 7
DSP21VEx-60-112, -122, -132, -142 N1 230 AC/DC P66 61 - 7930 120° 240x455 7
DSP21VEx-60-120 N1 230 AC/DC P66 61 - 7930 120° 240x520 7
DSP21VEx-70-011, -021, -031, -041 N1 230 AC/DC P66 715 - 8580 140° 240x400 7
DSP21VEx-70-012, -022, -032, -042 N1 230 AC/DC P66 71,5 - 8580 140° 240x455 7
DSP21VEx-70-020 N1 230 AC/DC P66 715 - 8580 140° 240x520 7
DSP21VEx-70-111, -121, -131, -141 N1 230 AC/DC P66 71,5 - 9295 120° 240x400 7
DSP21VEx-70-112, -122, -132, -142 N1 230 AC/DC P66 715 - 9295 120° 240x455 7
DSP21VEx-70-120 N1 230 AC/DC P66 71,5 - 9295 120° 240x520 7
DSP21VEx-80-011, -021, -031, -041 N1 230 AC/DC P66 81 - 9720 140° 240x400 7
DSP21VEx-80-012, -022, -032, -042 N1 230 AC/DC P66 81 - 9720 140° 240x455 7
DSP21VEx-80-020 N1 230 AC/DC P66 81 - 9720 140° 240x520 7
DSP21VEx-80-111, -121, -131, -141 N1 230 AC/DC P66 81 - 10530 120° 240x400 7
DSP21VEx-80-112, -122, -132, -142 N1 230 AC/DC P66 81 - 10530 120° 240x455 7
DSP21V Ex-80-120 NF1 230 AC/DC P66 81 - 10530 120° 240x520 7
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